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 Boot Dr.™ Mini Bullet Boards  ♦  Installation Instructions:
H-D( Passenger & Rider Peg Replacement Units

1:
Remove your stock H-D( RIDER or PASSENGER PEGS from their female clevis mounts. 

2:
Install your new Mini Bullet Boards utilizing the existing OEM nut & bolt.  When installing lock washer, make sure you place it INSIDE the center bore hole, between the clevis & the mini board. NOTE: Replace the spring washer if it is worn.

** Make sure you have ample clearance for the boards to fold up unobstructed,  

and without coming in contact with the exhaust or any other parts on the bike ** 
3.  If you have a clearance issue, you will need to install an EXTENDED FEMALE CLEVIS on the right hand side, prior to   

     completing the installation.  NOTE: You can purchase these extended clevises from Boot Dr.(  Call for details. (866)-266-8362
4:  YOU ARE DONE!! ….So Get out on the road and RIDE!!!
Warranty: MD, Inc. warrants that this product, if properly installed, maintained and operated under normal conditions, shall be free from any defects in materials and workmanship for a period of 90 DAYS from original date of purchase.  All products have been manufactured with the highest standards of quality control & materials. MD, Inc. will REPLACE any defective product FREE OF CHARGE, upon receipt of the original/defective product for the purpose of inspection & quality control.  ALL shipping charges incurred in the return of the product shall remain the sole responsibility of PURCHASER. 

To initiate a warranty claim, please call our Toll Free number (866)266-8362.  You will need to provide us with the following information: Date and Proof of Purchase, Name & Address of Dealer where you purchased the product, and Purchase Price.  

NOTE:  MD, Inc. maintains the right to REFUSE any warranty claim due to improper use or improper installation.
Thank You for your purchase & RIDE SAFE!
Your “Rx” for…SAFETY, COMFORT & STYLE
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